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0.015 in.
(0.38mm) high

embossed
characters

0.025 in.
(0.64mm)

For vertically
oriented mounting

Item SIVKYxxx

Black
Characters

Yellow
Background

EMBOSSED ALUMINUM TAGS
RAISED BLACK CHARACTERS ON YELLOW BACKGROUND

OR UNPAINTED EMBOSSED CHARACTERS ON NATURAL BACKGROUND

ITEM CODE

MATERIAL

INSTALLATION GUIDELINES

ALUMINUM TAG HOLDER
AH1xx(xx=tag capacity)

SIVKYxxx or SIHKYxxx
V=Vertically oriented mounting
H=Horizontally oriented mounting
Y=Yellow background with embossed black character
N=Natural background with embossed natural character
xxx=Copy code

For horizontally
oriented mounting
Item SIHKYxxx

0.025 in. Thick aluminum alloy 3003 or 3105, H14 temper.
Background paint: Thermosetting acrylic or polyester.
Copy paint: Thermosetting enamel paint.

Vertically oriented
AH103 shown

Horizontally oriented
AH104 shown

For marking poles, pedestals,
switch cabinets, transformers, etc.
Both horizontally and vertically
using nails, screws, rivets, or
metal bands. Crimp channel ends
to retain tags in holder.
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