
2 in. Aluminum Reflective Character Size Tags

ACTUAL SIZE

0.19 in.
(4.76 mm)

round corner
1.60 in. (41 mm)

2.00 in.
(51 mm)

2.50 in.
(64 mm)
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SPEC SI2KYR

02/11

SI2KYRxxx
K
Y

=Black copy
=Yellow Reflective background

R=Reflective
xxx=Copy code

MATERIAL

0.025 in. Thick aluminum alloy 3003 or 3105, H14 temper.
Background: 3M Engineer Grade 1501Yellow.
Copy paint: Four coats of thermosetting

enamel paint.

ITEM CODE

Same tags can be used for both horizontally and vertically oriented installations by using either
vertical or horizontal aluminum tag holders.

INSTALLATION GUIDELINES



1.716 in.
(44 mm)

0.025 in.
(0.64 mm)

0.115 in.
(2.9 mm)

1.355 in.
(34 mm)

For Vertical
Mounting

Item Code Copy Item Code Copy

AH202VP

SPEC SI2KYR

02/11

6.75 in.
(172 mm)

2.93 in.
(74 mm)

6.37 in.
(162 mm)

0.025 in.
(.64 mm)

0.17 in.
(4.3 mm)

0.125 in.
(3.2 mm)
DIA(2)

For Horizontal Mounting

CH203HM

SI2KYR001
SI2KYR002
SI2KYR003
SI2KYR004
SI2KYR005
SI2KYR006
SI2KYR007
SI2KYR008
SI2KYR010
SI2KYRA
SI2KYRB
SI2KYRC
SI2KYRD
SI2KYRE
SI2KYRF
SI2KYRG
SI2KYRH
SI2KYRI

SI2KYRJ
SI2KYRK
SI2KYRL
SI2KYRM
SI2KYRN
SI2KYRP
SI2KYRQ
SI2KYRR
SI2KYRS
SI2KYRT
SI2KYRU
SI2KYRV
SI2KYRW
SI2KYRX
SI2KYRY
SI2KYRZ
SI2KYR11
SI2KYR14
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1.716 in.
(44 mm)


